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~ SURVEY
PAVEMENT SCHEDULE ’ v ROADWAY DESIGN PAVEMENT DESIGN
ENGINEER ENGINEER
: RYTTLITITN
C1 |PROP. APPROX. 2-1/2" ASPHALT GONCRETE SURFACE COURSE, TYPE S9.5A, o {?\ CAROE'%
AT AN AVERAGE RATE OF 140 LBS. PER SQ. YD. IN EACH OF TWO LAYERS’ S wn,
5 ‘\ QKSSI!O/P 4 %
@ HFAICR S
PROP. VAR. DEPTH_ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5A g I
C2 |AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. T0 BE : % 13368 ¢
PLACED IN LAYERS NOT LESS THAN 1-1/4" OR GREATER THAN 1-1/2" IN DEPTH %) e i §
IS
OI""C
\
D1 |PROP. APPROX. 2-1/2”" ASPHALT CONGRETE INTERMEDIATE COURSE,TYPE I19.0B ey
AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD. /10/13/03
PROP. VAR. DEPTH_ASPHALT CONCRETE INTERMEDIATE GOURSE,TYPE I19.0B
D2 |AT AN AVERAGE RATE OF {14 LBS, PER SQ. YD PER 1" DEPTA.  TO BE PLACED
TN LAYERS NOT LESS THAN 2-1/4" OR GREATER THAN 4" IN DEPTH.

Method of Wedging

E1 PROP. APPROX.
AN AVERAGE RAT

mw
1

1/2" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT
OF 399 LBS. PER SQ. YD.

PROP. VAR. DEPTH ASPHALT CONCRETE BASE_COURSE, TYPE B25,0B, AT AN
E2 |AVERAGE RATE OF 114 LBS. PER §Q. YD...TO BE PLACED IN LAYEAS NOT LESS
THAN 3" OR GREATER THAN 5-1/2" iN DEPTH
J1 | PROP. 6" AGGREGATE BASE COURSE. - g’ L 12 | 12" L 8’ L g -
TWGR | T gh = -
T EARTH MATERIAL.
U EXISTING PAVEMENT. GRADE
EXISTING
GROUND
W VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL) TYP'CAL SECT'ON NO ‘l
NOTE: PAVENENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. USE TYPICAL SECTION NO.1 AS FOLLOWS:
—-L- STA.18+50 TO STA.22+50
—L- STA. 33+00 TO STA.36+50

EXISTING GROUND
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NOTE: TRANSITION FROM_ EXISTING SHOULDER AND DITCH SECTION TO PROPOSED
~-L- STA.18+50 TO 20+00 LEFT AND RIGHT
~-L- STA. 34+50 TO 36+50 RIGHT

q_ - SEE CROSS SECTIONS
SEE CROSS SECTIONS
EXISTING GROUND - 2 -t~ 12 S I A
HIEHES
GRADE
o8 _02 2. S TYPICAL SECTION NO. 2
I VT ¥ I
. USE TYPICAL SECTION NO.2 AS FOLLOWS:
—L- STA.22+50 TO STA.26+33.50 (BEG. BRIDGE)
GRADE TO THIS LINE— | ~L- STA. 28+ 64.50 (END BRIDGE) TO STA. 33+00
EXISTING._GROUND \
SIIEIES
VAR. SLOPES q_ —DRIVE-
SEE CROSS SECTIONS
- EXISTING _GROUND 2 18’ 18’ 2 4
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GRADE EXISTING TYPICAL SECTION NO. 3

POINT GROUND

08 02 02 08 USE TYPICAL SECTION NO. 3 AS FOLLOWS:
’ S —DRIVE- STA. 10+00 TO 13+07.26

NOTE: TRANSITION FROM EXIST. WIDTH TO
36' STA.10+00 TO 10+78+/~
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GRADE TO THIS LINE
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